SECTION A-A

CLEAN OUT FRAME & COVER

NOTE:
CLEAN OUT FRAMES & COVERS SHALL BE PATTERN #A155,
AS MANUFACTURED BY THE "CAMPBELL FOUNDRY COMPANY"
OF NORTH HAVEN, CONNECTICUT OR APPROVED EQUAL.

SERVICE LATERAL MARKER

DETAIL

6" IN EARTH
12" IN ROCK

PRESS CAST CONCRETE SERVICE CHIMNEY

CAST IN PLACE

DEPRESSION MATERIAL

SECTION

STANDARD SERVICE LATERAL CONNECTION

SERVICES LATERAL MARKER

DEPRESSION MATERIAL

PLUG

CAST IRON FRAME & COVER

CAMELIC KNOCKOUT PATTERN #41925

ON APPROVED EQUAL

TO BE INSTALLED AT GRADE

6" PVC WATER TIGHT PIPE PLUG

CONCRETE COLLAR

45° BEND

6" PVC RISER PIPE LENGTH AS REQUIRED

SOLV 35 ASTM 3324

MOLD

#4 BAR

6" PVC RISER PIPE

6" PVC SERVICE LATERAL

6" PVC WATER TIGHT PIPE PLUG

DETAIL

6" PVC SERVICE LATERAL

D DROP CHIMNEY FOR LATERAL

CAST IN PLACE

DETAIL

1" = 1'-0"